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HORIZONTAL SEPARATION WATER MAIN OVER SANITARY SEWER OR STORM DRAIN ol

VERTICAL SEPARATION

NOTES:
1. NORMAL CONDITIONS:
A. WHENEVER A WATER MAIN MUST CROSS OVER OR UNDER A SANITARY SEWER OR STORM DRAIN, THE PIPES
SHALL BE LAID TO PROVIDE A VERTICAL SEPARATION BETWEEN THEM OF AT LEAST 18 INCHES, AS
MEASURED FROM THE BOTTOM OF THE HIGHER PIPE TO THE CROWN OF THE LOWER PIPE.

B. FULL LENGTH OF WATER PIPE MUST BE CENTERED AT THE POINT OF CROSSING; NO JOINTS WILL BE
PERMITTED AT THE POINT OF CROSSING.

2. WATER MAIN CROSSING UNDER SANITARY SEWERS:

John Meyer Consulting, Inc.

A. VERTICAL SEPARATION OF 18 INCHES MUST BE PROVIDED.

B. ADEQUATE STRUCTURAL SUPPORT MUST BE PROVIDED FOR THE SANITARY SEWER TO PREVENT EXCESSIVE
DEFLECTION OF JOINTS AND SETTLING.

FULL LENGTH OF WATER PIPE MUST BE CENTERED AT THE POINT OF CROSSING; NO JOINTS WILL BE
PERMITTED AT THE POINT OF CROSSING.

JMC Planning, Engineering, Landscape
Architecture & Land Surveying, PLLC
JMC Site Development Consultants, LLC
voice 914.273.5225 - fax 914.273.2102
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3. IF DURING CONSTRUCTION IT IS FOUND THAT THE REQUIRED SEPARATION OF WATER MAINS, SANITARY SEWERS,
STORM SEWERS AND BUILDING SANITARY SEWERS CANNOT BE MET, THE CONTRACTOR OR HIS AUTHORIZED
REPRESENTATIVE SHALL IN WRITING ADVISE JOHN MEYER CONSULTING OF THE SPECIFIC CONDITIONS
ENCOUNTERED. APPROVAL OF ALTERNATIVE SEPARATION CRITERIA SHALL BE OBTAINED FROM THE
WESTCHESTER COUNTY DEPARTMENT OF HEALTH PRIOR TO INSTALLATION.
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